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Note
 to

 Des
igner

:

205-10

Elev. = XX.X’ (Sta. XX+XX.XX to Sta. XX+XX.XX)

DETAIL "A"
Spacing Requirements

Place geotextile and drainage blanket as identified on elevation and

plan views.

Remove the existing asphalt from Stations XX+XX.XX to XX+XX.XX and

XX+XX.XX to XX+XX.XX prior to installation of the earthquake drains.

In addition, excavate and remove the material between Stations

XX+XX.XX to XX+XX.XX as shown on the plans prior to installation of

the earthquake drains. Subsidence will occur during earthquake drain

installation. Install the earthquake drains after installation of

piles but prior to construction of the pile cap. This construction

sequence will allow for the placement of additional borrow material,

if required, after earthquake drain installation to achieve the pile

cap finished subgrade. For Prefabricated Earthquake Drain with Filter

Fabric, see Special Provisions.

For Geotechnical Bridge Lift materials, see Special Provisions.

installation of earthquake drains.

Locate all utilities prior to

Left of Centerline

Offset XX.XX ft.

Limits (Sta. XX+XX.XX)

Ground Improvement
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Ground Improvement
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Ground Improvement
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Offset XX.XX ft.

Limits (Sta. XX+XX.XX)

Ground Improvement

Right of Centerline

Offset XX.XX ft.

Limits (Sta. XX+XX.XX)

Ground Improvement
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Offset XX.XX ft.

Limits (Sta. XX+XX.XX)

Ground Improvement


